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I . Introduction

UPSmart is a smart UPS monitoring and controlling software applied to RS-232 and USB

port, which can implementation of single-phase and three-phase UPS real-time data monitoring, at

the same time can be running on linux operating system and windows operating system . When

the Mains is normal, UPSmart displays the status of UPS (e.g. input & output voltage, frequency,

load, temperature and battery capacity etc.) in digital, graphic and Real-time data curve, which

help the user monitor the quality of power supply; When the Mains break off or UPS battery low,

UPSmart will perform its monitoring function without people around. It will automatically save

records, shut down systems in security. And in addition it add more possible means to

automatically send the alarm message, including email sending etc., which make the user no

need to worry about any systems or file lost during the Mains off.

Function
(1) Real-time data monitoring of single-phase and three-phase UPS
(2) English and Chinese language switching
(3) Auto email events notification
(4) Auto SMS events notification
(5) Auto sense Mains break off and UPS battery
(6) Setup auto on/off time
(7) Support timing schedule or special schedule
(8) Real-time display UPS status in digital, graph and data
(9) Set up off countdown time and the interval of each warning

(10) Set up UPS self-testing time

(11) Auto close program and files saved before system auto off

(12) Record and analyze the power state

(13) Support DB9 and USB connection

(14) Support SNMP Agent function
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II. System requirement
1. Hardware requirement

(1) Computer system : support RS 232 or USB communication interface

(2) connecting line : UPS dedicated RS232 9 pin serial port or USB cable, for customers to
use RS - 232 serial port connecting, connect one end of the female head on UPS system RS - 232
communication port, male head connect the computer serial port (if the USB to serial port line can
be directly on the computer's USB port).If the system only 25 pin of the communication port, user
can use 9 pin on the 25 pin connector to connect; For customer use USB connecting , with a
dedicated USB data communication line to the computer connected to the UPS. Three kinds of

connections line as shown in figure.

A serial port cable
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USB cable

2. Operation system

(1) Microsoft Windows 95

(2) Microsoft Windows 98

(3)  Microsoft Windows NT

(4)  Microsoft Windows 2000

(5)  Microsoft Windows 2003/2008/2012

(6) Microsoft Windows Me

(7)  Microsoft Windows XP (32/64)

(8) Microsoft Windows Vista (32/64)

(9) Microsoft Windows 7 (32/64)

(10) Microsoft Windows 8 (32/64)

(11) Linux (32/64)
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III. Installing\Start\Uninstall
1. Installing UPSmart

1) Double click the setup-UPSmart .exe file to start up UPSmart installation procedure, The
installation process is as follows.

(1) Double click on installation program will display installation wizard

& Setup - UPSmart E“E|E|

Welcome to the UPSmart Setup
Wizard
This will install UPSmmart version 1.5 on wour computer,

It is recommended that vou close all okher applications before
conkinuing,

Click Mext to continue, or Cancel ko exit Setup.

uext:b |[ Cancel

(2) according to installation wizard to setup install folder, default folder: C:\Program Files

\IDBK\UPSmart, of cause this folder can be modified .to continue , click next.

& Setup - UPSmart glﬁl@l

Select Destination Location
“Where should UPSmart be installed?

_‘J Setup will install UPSmart inta the Following Folder.

To continue, click Mext, IF wou would like to select a different Folder, click Browse,

5
| Browse. ..

[ 'l:u:|r'-3rr| iIEe::'IIZZI

Ak leask 22,2 MEB of free disk space is required.

< Back “ Mext = ][ Cancel
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(3) During the installation process may setup choose to create a desktop icon and quick start ,

default is checked .( Note : Recommendations do not modify the default such convenience found

in desktop rapid run icon)

] Setup - UPSmart E“E|E|

Select Additional Tasks
WWhich additional tasks should be performed?

Select the additional tasks you would like Setup to perfarm while installing UPSmart,
then click Mext,

additional icons:
i_reate a desktop icon;
Create a Quick Launch icon

< Back “ Mext = J[ Cancel

(4) setup completed ,then click “Install until install finish.

[ Setup - UPSmart E“E|E|

Ready to Install
Setup is now ready ko begin installing UPSmart on wour computer,

lick Install ko continue with the installation, or click Back, if wou wank to review ar
change any settings.

Lser inI;DrmatiDn:
penghualin
penghualin

Destination location:
CHProgram Files\IDEK\UPSmart

Start Menu Folder:
IDBEAUIPSmart

additional tasks:
Additional icons: .
Create a deskkop icon hil

< Back ]l Install |[ Cancel
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9li=1"3
Completing the UPSmart Setup
Wizard

Setup has finished installing UPSmart on wour computer, The
application may be launched by selecting the installed icons.,

lick. Finish to exit Setup,

[

2) Please note that the user should firstly enter using super administrator status. And install
the software on Windows XP, NT 4.0/2000 and Server 2003 environment.
2. Start UPSmart

1) when install finished , the shortcut is created on desktop ,as the same time install
program is created on start menu bar of system .

2) Firstly install and running software , user may quick setup connect UPS to monitor
software .

(1) Firstly running software as follows figure
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& g Ec EY §OY EeN

Settings Schedule Log File Close File Contral About

[ Diata Wiew ]

Input Yoltage - ’ Cutput Yoltage
® Setup Wizard &|
0.0y == 0oy

This wizard is used to configure parameters of the
Input Frequency communication and the number of cells, click Mextta Load Level

continue.

0.0 Hz 0.0 %
To set a specific function or parameters in detail, 5

please click the button above the relevant section.

Battery “oltage JEE

= Back Mext =
Battery Discharge Time Shutdown O3 Countdown
00:00:00 00:00:00
6 Disconnecting ' UPS Status " Utility Status
Battery Low “ ) Testin Progress © ) Shutdown Active

: FortMone Commun =¥ Fun tirme:

(2) Quickly set up monitoring mode and the communication port, as follow figure

Choose Monitor mode : Single-phase serial connection as an example to introduce in this
example so select "single phase UPS (COM)", As shown in figure can choose single phase UPS
(COM), three-phase UPS (COM), single phase UPS (USB), three-phase UPS (USB), Mega (USB),
a total of 5 models in monitor mode . "COM" means the cable is a serial port cable , "USB" means
the cable is the USB cable. Software support our company most of the single-phase and
three-phase UPS and ding jian's single phase UPS. If you choose USB to do not need to set the
communication port USB connection software automatically connected by default .

Choose communication port: when choose “single-phase UPS(COM)”, If the device and
the computer is good at this moment ,can be detected in communication port automatically

connect a serial port, as shown in figure choose COM3 port, click next after a connection is set.
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) |
Settings  Schedule  LogFile  Close File  Caontral Ahout
[ Data View | o
Input Yaltage Outpuf Vaoltage
0.0y o s
Input Frequency Loag Lewel
0.0Hz 0%
- Bingle-phase UPS{USHE)
Battery Yalt Three-phase LIPS(LUSE) noc
attery Woltage ok leat > I
Battery Discharge Time Shutdown OS5 Countdown
00:00:00 a0:00:00
6 Disconnecting ¢ UPS Status Lltility Status
Battery Low Test in Progress ( Shutdown Active

FortMone Communicate State:

Run time:00:07: 17

& EEW Fo) EEN N
- " [— - - - "
Schedule  LogFile  Close File  Control Ahout
[ Data View J i
Input Yoltage Output Yoltage
& Setup Wizard
0.0
Communication protocals including-sj - e
Input Frequency serial protacol three-phase sdrial ﬁt&ﬁé&aé Load Lpwel
comuany sinole-nhase USH yotocol our company .
0.0 Hz Monitor Mode: |Single-phase PFPS unlcatlon 0.0
Communication Port: [MNone TPOl't
| Mane
SO \
Battery “oltage C oM
Battery Discharge Time Shutdown OS5 Countdown
00:00:00 a0:00:00
6 Disconnecting UPS Status LUtility Status
' Battery Low Test in Progress ' Shutdown Active

Communicate

Faort:Mone
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(3) Setup Nnmber of battery

The number of battery must make sure correct ,in order to the software can automatically
calculate to obtain relevant information of the battery.Set the battery and then click the finish
button, the software can automatically connect the UPS.

L P
| @ »
O L L@
Settings Schedule LogFile Close File  Cantrol Ahout
[ Data View ] :
Setup number
|
Input “oltage Qutput valtage
(5] Setup Wizard
0oy 0.0y
For on-line machine, vouleeg to setthe number of
Input Frequency batteries to get the tota] nltage section. ad Level
00 Hz Mumber of Battery: |_ I (Input Range:1~59) 00 %
Battery “oltage S Finish noc
Battery Discharge Time Shutdown O35 Countdown
00:00:00 O0:00:00
6 Disconnecting ) UPE Status () Utility Status
Battery Low ") Testin Progress £\ Shutdown Active

Faort:Mone  Communicate - Fun time:00;09: 15

Socamont
Z| des Touches www.socamont.com Tel. 0243010117
9 rue des freres Lumiere socamont@socamont.com

53000 LAVAL C ont Industr ontract r du document : Octobi




connexion i1

(4) Software is running after complete Quickly set up as follows

& UPSnart

L WO
) . v N B B = -
Settings Schedule LogFile  Close File  Contro Ahout
[ Data View ] i 1 Rate View
Input “oltage Cutput Yoltage
2190V 2w 0o
Input Frequency Load Level
a0.0 Hz 0.0 %
Battery voltage 138 Temperature 290¢C Battery Capacity 0.0 %
Battery Discharge Time Shutdown Systern Countdown
00:00:00 00:00:00
e Successful Communication 6 UPS Marmal e Utility Mormal
" Battery Low ) Testin Frogress "' Shutdown Active

Port COME ¢ 5 =fil Run time: 00:00:19

3. Uninstall UPSmart

If you want to uninstall UPSmart, in UPSmart program group choose to delete

Al

'uninstall

UPSmart" and confirm. As shown in figure:

@ isearch r

7 iSmartview

@ Uninstall UPSmart
28 UPSmart

fﬁ LPSmart @ PSmart User Manual
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. . . . Function
IV. Main window instructions

After open UPSmart software will display main Window as follows

© UPSmart
B E

Settings Schedule  LogFile  Close Filé

settings region

Caontral Ahout

Data Wiew

Redl-time
datp and state
dispglay region

Input Yoltage Cutput Yoltage

0.0

Input Fregquency +5 o
0.0 Hz 0.0 %
Battery Valtage 00 Ternperature noc Battery Capacity 0.0 %
Battery Discharge Time Shutdown Systern Countdown
00:00:00 00:00:00
6 Disconnecting ) UPS Status “ % Utility Status
Battery Low Test in Progress "' Shutdown Active

FaortMone State; Blins s s AL A

Communication state

1. Function setting region display region

After the installation is complete, user can set various functions of parameter values . Each
parameter values will affect the UPSmart whether the program can normal operation, the main
icon button above.

“Settings” toolbar: Click this button to set up some main parameters, shutdown, mail alarm,
SMS alarm, battery management related configuration.

“Schedule” toolbar: Click on this button is mainly for UPS time ON and OFF Settings, user
can be set up according to the daily, weekly, monthly time UPS automatically ON and OFF.

“Log File” toolbar: Click this button to view communication of related records, UPS
monitoring data records, records SMS, related testing records.

“Close File ” toolbar : Click this button to view automatically close and save of the relevant
documents when power off

“Control File” toolbar: Click on this button for UPS to send the corresponding control
command

“About ” toolbar: Click on this button to view the user manual, and can quickly setup at the
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same time

For parameter Settings in other chapter introduce in detail
2. Real-time data and state display region

UPSmart connected to the UPS, in this area will show relevant information. The user can
choose to view of data, curve view to display, display contains the contents of the input voltage,
output voltage, frequency, load, temperature, battery and other related information such as; user

can also check UPS related information in this area, as follows figure

Cutput Voltage

00
Input Frequency Load Level
50.0 Hz 0.0 %
Battery Voltage 138 Temperature 280cC Battery Capacity 0.0 %
Battery Discharge Time Shutdown System Countdown
00:00:00 00:00:00
6 Successful Communication a UPS Mormal e Utility Marrmal
Battery Low O Testin Progress Shutdown Active
40 B0 40 B0
20 ‘\‘\‘L'J‘f',r 2w 'f‘,(
_\:\\ /’?D . /"BD
o =i ik —~
[0 QT 100
Load Level{%) TemperaturelC) Battery Capacity(¥%) Input Fregquency(Hz)
400
360

320
280
240
200
160
120

L e I
Input Voltage: 208V Qutput voltage: 211V Battery voltage: 14V
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Rate Vigw

Device Information

UPS Type |Elackup |

Output Source |Line Mode ate view |
PN AAY \AEAAAS

UPS Model |[EA-208M |

Version [ve .8 o 7 |

Manufacturer [EAsT co.LTD. |

Rate Information

Rating valtage  [220.0v

Rating Current |1.3A

Batteryvoltage  [12.0v

Freguency |SD.IZI Hz

3. Communication state display region
The area to show the connection mode of UPS, connection status, SMS module connection

status, system running time information, as follows figure

Fun time
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V. Operation Instruction
1. “Settings” toolbar

1) Public parameter tab bar

connexion i1

First display interface for public parameter Settings tab bar, include the communication port

Setting, public parameters Setting, configurations setting three Setting area.

Cf Settings

7

ublic Param || Shutdowr | Ernail | Sms aﬂﬂﬁﬁinagemeﬁﬁtﬁngs

Communication Port: :COM? v:

Communication Part TCOI0N )
Monitor Mode: TSingIe-phaae LIPS(COM) |

FuUplic Farameters

[] Autormatically Start Public
Automatic Startup, Bunning in the Tray. parameters
[] Pop-up Alarm Box, Interval Tirme: 1EI Sec (Minimu settings

Data Record Tirne: 3III 2| sec (Minimum:30s)

Close LIPS Warning Tirme: I1 ¢ Min

Ok H Cancel ]

Configurations ’

Switching Interface Language(Meed to Restart) E__!English COl%-i.:‘iglJ ratjons
Import External Settings File(heed to Restart): Browse ASeﬁ*Tgs

Export Settings to File: [ Save Az

Festore Default SettingsiMeed to Restart): [ Confirm

(1) Communication port settings region

Here mainly set up monitoring mode and the communication port, the same as began to

quickly set up to monitor mode and the communication port.

Monitor mode : As shown in figure, there are single-phase UPS (COM), three-phase UPS

(COM), single-phase UPS (USB), three-phase UPS (USB), Mega (USB) 5 kinds of monitoring

mode. Mainly lies in the cables and single three phase difference, determined under the condition

of single phase or three phase, it can be connected via a serial port or USB connection.
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Monitor Mode: |Single-phase UPS{COM) ,’\;
=] 1
Communicatio ' =
Three-Phase UPS{COM) Comrunication Port [Mone |8
Single-phase UPS{LISHE) None
Fublic Faramel Three-phase UPS{LUSE)
Mega{LISE) Public Parameters — TEALLIR

[] sutomaticalstan

Maonitar Mode: [Single-phase UPS{COM)

Communication port : Communication port only chose the monitoring mode to serial port
connection to be checked , if the connection at this time have good connection, communication
port can automatically detect the serial number, choose directly. When choosing the USB
connection mode software will automatically find the connection, don't need to be set manually.
As shown in figure: select single-phase serial connection to choose corresponding communication
port.

(2) Public parameters setting

Fublic Parameters

Autamatically Start
Automatic Startup Funning in the Tray.

[“]:Pop-up Alarm Box, Interval Time:! |10 % | Sec (Minimum:10s)

Diata Record Time: (30 % | Sec Minimum:30s)

Close UPS Warning Tirme: [1 5| Min

As shown in figure, selected “automatically start” , the software can be run automatically
open on the desktop when OS is started , on that basis selected “Automatic Startup , Running in
the Tray ™ hidden software automatically at system boot to the desktop to the lower right corner.

Selected “Pop-up Alarm Box, interval Time”, In the grid fault, UPS battery low voltage,
system testing, close UPS will pop-up warning dialog box in the lower right corner, warning
interval can be set, the default for 10 seconds when fault pop up a warning message.

“Data Record Time ”, In the main Window is what is inside a "record" toolbar records the
UPS work of each kind of data, here you can set its every how long records a data, software
defaults to 30 s record data at a time, data record time can be modified .

“Close UPS Warning Time ™, This time is distance send the shutdown command of close UPS

time, prompt soon to shutdown command to activate, the default time of 1 minute.
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Utility supply fault

@ Glarm Prompt

Utility supply fault

chutdewn countdewn: 00:04:45

(3) Configurations settings
Configurations

Switching Interface Languagedtead to Restart)  |Endlizsh

Import External Settings File(Meed to Restar): [

Export Settings to File: [

Restore Default SettingsiMNeed to Restart): [

connexion i1

Selected “Switching Interface Language ”, user can be on the right side of the drop-down box

select the corresponding language, software only supports English, Chinese, traditional Chinese

three languages

“Import External Settings File”, If the user had save output configuration file after detailed

configuration software configuration file, in the next match can be directly imported that

configured files, without manually one by one again configuration options

“Export Settings to File”, if you have already set up all the configuration, can save the

configuration file, to help the next time the configuration directly import the configuration file

“Restore Default Settings”, Click on “Confirm ” will be restored to the initial configuration

Note: User must restart software after finished “Configurations ”

2). Shutdown tab bar

Shutdown tab bar mainly includes: shut down the operating system and close UPS Settings,

file save Settings and performing external application settings. The following figure
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Cf Settings

Fuhlic Faram Ermail Shis Battery Management

Shutdown

Shutdowen FParameters

\When Mains Failure, Shut down OS in; 5 %] Mings) ¢ z@peration
When Battery Low Voltage,Shut down OS in: |5 % | Mingsy (f-sdySt€m
[] Shutdown Qperation Systemn shutdown

[] shutdown LIPS Output

output setfings

] ingsy

Time to Shut doven ©F before UPS Turns off: ;-1

Additional Farameters

[] Select Path to Save All Open Documents Save ﬁle and

e execute’ exferual
- 3
[] Execute External Frogram program Settlngs
Brovese
hax Running Time: 1_ ' Mings)
8] ] [ Zancel

(1) shutdown operation system and shutdown UPS output
Checked “shutdown operation system ”, no checked “shutdown UPS Output ”, In low voltage
batteries or mains failure closed operation system but not close UPS

Not checked “shutdown operation system ”, checked “shutdown UPS Output ”, at this time
only to close UPS will not shut down the operation system. When in the main window of the
schedule toolbar had setup close UPS command, here must be selected to close UPS, otherwise
the UPS will not be able to shutdown.

Checked “shutdown operation system ”, at same time checked “shutdown UPS Output ”, At
this time will shut down the operating system first, then closed UPS. "Close UPS Output" option
at the back of the time set that is buffer time for operation system when close UPS, during this
time can be save important documents ,the default time of 1 minute.

(2) Save file and execute external program
Select this option, under special circumstances, user forget to close store related document

when the operation system is closed, the software will automatically closed and save document.
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3) Email tab bar

Setting this option is set the mail alarm function, set the area is divided into the sender set
area, and the recipient area. the alarm function will start after selected “Email-enabled” , then
Settings for the sender and recipient. Set pattern is divided local area network(LAN) and external

network.

0 Settings

Fublic Param Shutdown | Email | SMS Battery Management | f

Ermail-enabled
Sender Set

Sender Display Mame: i.admin

Email | Nender

settings ’rqgion

Sender Email Address: | NN 2o .com
SMTF ServerAddress: ;-Smtp.qq.cum I

Ol H Cancel ]

(1) Mail sender settings region

If user use local area network(LAN) to send email , setting options include the sender's name,
email address, SMTP server address of the sender, SMTP server port, after several Settings can
send mail in the local area network (LAN), such as the company's local area network can be set.
Special remind when setting up the SMTP server address to ensure that the server address is
correct, different email its "SMTP server address" is difference ; At this time the default SMTP
server port is 25 without modification. If using company email address, you can check the SMTP
server address in the email client.

If user use external network to send email , based on local area network (LAN) Settings go on
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with set “server requires a password authentication” this option. Setup below, click set up after the

completion of the confirmation, this email can be sent to the external network.

~ “ Login Information Efl This account name is
Checked here first Login Infarmation sender email address ,
modify SMTP Server Account Name; | SRS @q.cor| _ password is sender
port , if not checked R i'...............Qi\ email password
default SMTP Server >|UseaSecure_F'asswnrdAuthenticatinnm. ~~— /

port is 25
\ / [ (]S H Cancel ]

Checked “Use a Secure Password Authentication ”, Before did not selected this option email

on the Internet are clear text, after select this option is encrypted E-mail. When sending external
network the optional don't choose, if you want to select this option ,first asked to modify the
SMTP server port, such as 163 email SMTP server port "safe mode" is 465, this according to the
different email and choose a different port.
(2) Email recipient settings region

The recipient can add more, click the add button to add the recipient's email address, can be
increased the recipient email address. In this area can also be set to send alarm events, click
“Events setting “button show as follow figures. At the same time can also specify the time daily

reports to send data and send the incident report time every month.

5 Event Setting [g'

IZIEEIeeperAIarm

[1 shutdowen Active

[] Testin Progress

] UPs Type

[ UPS Status

[ uPs Cperating Mode
[] Battery Low

[1 Utility Status

Selectall | | cancelal | [ oK

4) SMS tab bar
To use this function you first need to have a message sending module, interface below
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Cf Settings

| Public Param | Shutdown |

Email |

SMS-enabled
SMS Setting

Communication Port; |4 :

Fhaone Mo [

oo I ]

oot uihber

|
|
‘ Modem Type: [GEM W

o
—
—x
(=)
=]
(¢”)

ete

Events Setting
Test Phone No.: 251 | [_send

Ok ] [ Cancel

(1) Communication port and modem settings

Communication port: Generally through a serial port connection message module, if the
connection module is connected, automatically detect serial communication port here connective,
just can be selected in the drop-down box.

Modem Type : There are three kinds of patterns to choose namely GSM, CDMA, WCDMA.
Note: add "phone number" and "test mobile phone Numbers must be added in front of the" 86 ",

for example: 8613468645645

| Attention ! La fonction SMS n'a pas été validée par Socamont. |
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richard_s
Texte tapé à la machine

richard_s
Texte tapé à la machine

richard_s
Texte tapé à la machine

richard_s
Texte tapé à la machine

richard_s
Texte tapé à la machine

richard_s
Texte tapé à la machine

richard_s
Texte tapé à la machine

richard_s
Texte tapé à la machine

richard_s
Zone de texte 
Attention ! La fonction SMS n'a pas été validée par Socamont.
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5) Battery Management tab bar

When you checked the “Enable Battery Management”, Here are usually set number of battery,
group of battery , UPS power, the battery rated capacity, other default ,and software will calculate
battery capacity and battery remaining time by oneself .

If you not checked the “Enable Battery Management”, the value of battery capacity comes

from UPS transmit (tip: only support to single phase UPS now).

0L Settings

| Public Param | Shutdown | Email | sms | Battery Management |
TinUsad o calcwiate the baltens rermalning capaciy and remaining Hme
Group of Battery 1 (Input Ranoge:1~95)
Mumber of Battery 4 . fnput Range:1 -89,
Enahle Battery Management

Basic Parameter |

LIPS Powar(ue) [1 | (nput Range:0.1-1000)
Battery Rated Capacity(hh) B | (nput Range:1~250)
Diate of Battery Installation 2[!1 ar1rma | Crr i D

|| Cell Battery Full Charge Valtage(s 138 | (nput Range:0.01-99.9)
Cell Battery End of Discharge Voltage) 1I]2 | (Input Range:0.01~559 99

Constant Current Discharge Table Default v Settings

Ok H Cancel ]

The influencing factors of battery capacity and display error

(1) Battery current (sampling accuracy; different load rate; many UPS did not upload the
battery current, if there is no battery power flow, monitoring only by other parameters estimation,
there will be deviation estimates), and this is the main factor affecting the battery capacity.

(2) Temperature (most UPS did not sample battery temperature)

(3) The battery charge and discharge frequency (after the battery for a long time will be aging,

aging battery capacity is differences)
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2. “Schedule” toolbar

connexion i

Here the set UPS time switch machine, without having to manually shutdown UPS. When in

the case of nobody monitor , software will automatically time switch machine for UPS

S Schedule manasement

i Time schedule ! Special schedule

Time switch
machine

settings region

Here _show

I

Mext Tirne Shutdown; |

4
UInc

g

ﬁ(lzntly
|'S itch

Mext Time Startup: |

< machine tinjc

\

Mext Time Selftest |

N—

(1)  Time schedule

Tip:cant alone setup time of startup LIPS, and make sure that you had
; : | (]2
setup shutdown parameters in Settings before schedule manager

User can be set UPS switch machine at any time within a week, in the "next time close UPS

of time" and "next time you startup time" column will show a recent distance now time switch

machine time, an so on.

(2) Special schedule

If there is no set time switch machine, user can be set up in the special task switch machine

time, interface below. User can add tasks to set the time switch machine, set the interface as below.

Frequency for once, daily, weekly, monthly, tasks can be choose.
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Special schedule window

S Schedule manasement

Tirne schedule i Special schedule '

Add Delete

Met Tirne Shiutoowh: | |

Mext Time Startup: | |

Mewt Time Selftest | |

Tip:can't alone setup time of startup UPS,and make sure thatyou had
setup shutdown parameters in Settings before schedule manager

Add task Management window

% Task managsement

Task Date: EIE 11-25 1933 B8i= v

Freguency

(% Once O Every Day () EveryWeek (O Ewery Month

Task

&) Shutdown ©OF and UPS

() Startup UPS

i) Battery Low voltage Test

{3 Battery Test 10 Seconds

O BatteryTest [1 | (1-99) Minute(s)

[ Ok ] [ Cancel
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3. “Log File” toolbar

Here store related event log, data log , SMS log, debug log four kinds of information. Here

you can to save, print, clear record information. Display the following figure

T Log File

Euent Lclg : Data Loy SMS Lag Cebug Log

Select Date: [2014-09 |5

|= = Currentpage: |1 ‘ii Total:1 Opages

'2014-[!9-[! 15:35:53 LIPS connected

i201 4-09-05 145:21:00 -Open Failed

izm 4-09-0514:20:48 Open Failed

:201 4-09-0514:16:39 LIPS connected

!201 4-09-05 1005610 LIPS connected L
!201 4-09-05 08:42:13 .Utilit‘g.f supply normal

iED1 4-09-05 08:41:55 I_tility supply fault

| | b

Clear ][ Print ][ Save As ][ (128

Available space: 47 .89914 GB Total space; 637727 GB

Note: Debug log this item does not generally used, here mainly used in the technical engineering

staff view.
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4. “Close File” toolbar
(1) the last shutdown time

It display the last closing of system time
(2) the last number of close file

It display the system running applications when last shut down the operating system .
(3) the last number of saved file

when closed system, software help save the file, save the file format is associated with

specific system, usually can save office documents, TXT, file path set in the shutdown option set.

Interface below.

% Close File

The Last Shutdown Time:
The Last Mumberis) of Closed File: 0

L

The Last Mumberis) of Saved File: O

Note: the current closed application function is only suitable for some of the general application
software system, such as Office, TXT, part of the application does not support the close function
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5. “Control ” toolbar

If you need real-time control of UPS, can according to options to control the UPS for the

following

(1) Battery Test 10 Seconds

(2) Battery Low Voltage Test

(3) Switch Buzzer

(4) Cancel Shutdown

(5) Battery Test

(6) Shutdown OS and UPS

& UPS Control

Tip:some machines don't support for those command

= 01-99 Minute(s)

LIPS Contraol

[;:;- Battery Test 10 Secands
i:_;.\__;;- Battery Low Yoltage Test
I;!.?_;ﬁl Switch Buzzer

'Z.,-:' Cancel Test

IZ;!;:- Cancel Shutdown

i:__\__;;:- Battery Test I1

I;?_;ﬁl Shutdown OF and LIPS

connexion i1

Note 1: the control command can be perform related to whether UPS response to this

command

Note 2: Whether shut down the operating system is related to the Settings of the closed

system is checked

amont Industries. Tous droits
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6. “About ’toolbar

Here you can quickly set up, view user manuals. Quickly setup may reference the
interpretation of the third chapter.
LT About
1.5
Copyright(Ch 2012-2014
Guangdong IDBE software technology Ine.
All Rights Reserved

Lser Manual Gick Set ] E Ok
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